


Gemtek® GPS Microtracker

Web-Based Monitoring & Locates

Mobile Phone Locates & Alerts

•  Locate on request or set schedules for automatic tracking
•  Set geofences and receive alerts when the tracker enters or  
    exits certain areas
•  Set a speed limit and receive alerts when speed is exceeded
•  Set the motion sensor and know if  your vehicle or asset    
    moves
•  View details on the map or run reports showing stops and  
    times with address location details

No computer?  No problem!  Use any cell phone to locate your trackers and receive 
alerts to your computer and cell phone when:
 •   tracker enters or exits certain areas
 •   speed limits are exceeded
 •   your vehicle or asset moves

Portable, Permanent & Resilient

•  Can be easily hard-wired into a vehicle or asset (with 
    optional hardwire accessory kit) or used as a portable device 
•  Optional magnet accessory allows portability and versatility
•  Optional extra battery for up to 60 days battery life
•  Automatically powers down to minimizes battery draw        
    when hard-wired
•  Water-resistant, durable exterior
•  Device can be shut down from website to conserve power

 Specifi cations:
Dimension Length: 83mm Frequencies (GPS) 1575.42 MHz
Dimension Width: 48mm Storage Temperature: -10°C to +65°C
Dimension Height: 35mm Waterproof  Type: IEC IP-57
Weight: 120 g +/- 5 g Working Voltage: DC 3.5V-4.2V
Frequency: MT-100-55 900/1800/1900 MHz Battery Capacity: 2400mA/hr

MT-100-56 850/1800/1900 MHz Standby Time (no power down): 60 hr
Sensitivity (GPS): Tracking -157 dbm Standby with power down: Up to 30 days

Acquisition -142 dbm Power Consumption: Standby <55mA
Sending/Receiving <250mA

Features and specifi cations subject to change without notice.      


